CONTRACT NO. 64560

] seeno | cony QIS
* %* % CARROLL 548 13
TYPICAL SECTIONS
FED. ROAD DIST. NO. |ILLINOIS‘ FED, AID PROJECT

STA. 171+45.00 TO 195+60.80
STA. 257+36.40 TO 396+51.68
STA. 439+97.80 TO 450+28.84
STA. 455+08.62 TO 456+42.14
STA. 486+00.11 TO 544+13.16
STA. 595+98.86 TO 604+79.27
STA. 623+87.69 TO 641+46.32

¢ US RTE 52
- 12’ | 12 ¥ 5
I & VAR, ’ & VAR|
1'-2" & VAR: ‘ 1'-2" & VAR,
oy | A% A% | i Az | 4z

’ ;azzs,_s__mg_sm _

SN
EXISTING PAVEMENT TO BE RUBBLIZED-4" PIPE UNDERDRAIN (TYP) ™%

4’ HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
1-374" LEVELING BINDER (MACHINE METHOD), N70

1-1/2’* HOT-MIX ASPHALT SURFACE CSE. MIX C, N70
-GUTTER REMOVAL
1-1/2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N50
HOT-MIX ASPHALT SHOULDERS 5-3/4" & VAR. (2 LIFTS) %%
6’ AGGREGATE SHOULDERS, TYPE A
6’ AGGREGATE SHOULDERS, TYPE A

= ci\pro jects\p2B74B0NIB7408twyp.dgn

= 58.0000 ‘/ IN.

= Fr1 Mar 23 10:33:52 2887
= hensonke

PLOT DATE
FILE NAME
PLOT SCALE

USER NAME

TOPSOIL EXCAVATION & PLACEMENT, 4~

STA. 205+76.75 TO 217+6.22 STA. 375+39.69 TO 383+92.61
STA, 220+45.96 TO 230+43.14 STA. 386+85.66 TO 396+57.80
STA, 233+52.60 TO 240+72.97 STA. 402+29.45 TO 412+18.68
STA. 248+40.65 TO 262+64.91 STA. 417+40.21 TO 428+81.45
STA. 268+79.78 TO 278+86.83 STA. 443+18.76 TO 452+64.24
STA. 283+13.34 TO 292+39.54 STA. 528+68.96 TO 554+99.27
STA. 319+74.60 TO 336+3.78 STA. 591+37.49 TO 607+26.46
STA. 340+18.77 TO 352+6.51 STA. 636+11.90 TO 641+46.32
STA. 354+454.35 TO 371+70.62 STA. 647+06.00 TO 656+42.75
SUPER ELEVATION CORRECTION AREAS
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6" AGGREGATE SHOULDERS, TYPE A
1-1/2'" HOT-MIX ASPHALT SURFACE CSE. MIX C, N50

HOT-MIX ASPHALT SHOULDERS 5-3/4'" & VAR. (2 LIFTS) *%%
4" PIPE UNDERDRAIN (TYP)

-6’ AGGREGATE SHOULDERS, TYPE A

- VAR. LEVELING BINDER (MACHINE METHOD), N70
(SEE BITUMINOUS SCHEDULE FOR SUPER CORRECTIONS)

— 4" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
1-374" LEVELING BINDER (MACHINE METHOD)
1-1/72" HOT-MIX ASPHALT SURFACE CSE. MIX C, N70

EXISTING PAVEMENT TO BE RUBBLIZED

* ROUTE 17 (US 52 7 1L 64)
* % (1,2RS & (3,1 RS-1

_—GUTTER REMOVAL (SEE SCHEDULE FOR LOCATIONS)

TOPSOIL EXCAVATION & PLACEMENT, 4"

%% COST INCLUDED IN HOT MIX ASPHALT SHOULDER

%%% FOR VARIABLE DEPTH HOT-MIX ASPHALT
SHOULDERS SEE LOCATIONS IN BITUMINOUS
SCHEDULE UNDER HOT-MIX ASPHALT SHOULDERS (TON)

TOPSOIL EXCAVATION & PLACEMENT, 4“

TYPICAL SECTIONS




